
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ABSORBING/NEUTRALIZING POWDER  

DESCRIPTION 
 

Light absorbing powder, based on aluminum silicate, with basic additive, capable to absorb a wide range of 
liquid substances, included the capacity of absorb/neutralize sulphuric acid. 
 

YIELD TABLE (regarding sulphuric acid) 
SNOW 152 Yield for absorbing Yield absorbing/neutralizing 

1 kg 2 liters 0,900 lt 

5 kg 10 liters 4,5 lt 

7,5 kg 15 liters 7 lt 

15 kg 30 liters 13,5 lt 

 
Indicative and exemplifying table of the absorbing/neutralizing quantity to keep available for STARTER batteries, basing 
on total amperage (AMP). (total of ampere of all batteries) 
 

AMP up to SNOW 152  AMP SNOW 152   AMP SNOW 152   

200 11 kg 2500 99 kg 10000 286 kg 
500 27,5 kg 4000 154 kg 12000 330 kg 

1000 44 kg 6500 198 kg   
1500 55 kg 8000 242 kg   

 

 
 

USE 
HOW 

 Pour  SNOW around the spilt acid and cover the substance using a brush with long and hard bristle 

 Brush hard with circular movements and -  at the same time-  press down to facilitate the operation 

 Collect everything in bins, sacks or special containers for disposal 

 
Available packaging:     cod. 1Y1005 bag 5 kg.  -  cod. 1Y1SEC bucket 10 kg. 
 
 
 
 
 Aspect and color Grey/white powder 

Density  0,280- 0,300 kg/lt  

Melting point 800°C. 

 

Production 
FARMICOL SPA 

Corso Europa, 85-91 – 20020 Solaro (MI) Italy 
info@farmicol.com  - +39 02 84505 

Worldwide Distributor 
MAF CHEMICAL SA 

Corso San Gottardo, 54 – 6830 Chiasso (CH) 
export@maf-sa-ch  
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