
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Le indicazioni della presente scheda tecnica si basano sulle caratteristiche e potenzialità di utilizzo a noi conosciute. In generale non è però possibile 

dedurre da questi dati un obbligo o responsabilità legale alcuna. 
 

LIQUID ZINC READY TO USE 

DESCRIPTION 
 

 

Treatment based on micronized, over 98% pure zinc. Complete and ready to use. 
 

 BRILLIANT 

 21 MICRON OF PROTECTION 

 HEAT RESISTANCE 300° C. 
 

 

 

APPLICATIONS 

 Apply on clean and dry surfaces without any rust. 

 Shake the product before using it for at least 5-10 minutes if possible with an 
electric mixer or drill. 

 Take the necessary quantity and close immediately the tin or drum. 

 Apply ZINC L with brush or spray with cup gun 
 
Note: ZINC L is not the traditional liquid zinc, dark, heavy, etc. It is READY TO USE and it is the same formulation 
we use for our zinc spray. 
 
Available packages cod. 951001 (tin 750ml)  cod. 951005 (drum 5 litri)   
 
 

Properties Value   

Aspect and color Pale liquid zinc color   

Specific weight 0,945 kg/lt   

Odor Characteristic   

Flash point and boiling point >21°C   

    

 

Production 
FARMICOL SPA 

Corso Europa, 85-91 – 20020 Solaro (MI) Italy 
info@farmicol.com  - +39 02 84505 

Worldwide Distributor 
MAF CHEMICAL SA 

Corso San Gottardo, 54 – 6830 Chiasso (CH) 
export@maf-sa-ch  
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