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   Description     TERRACOTTA WAX CARE 
 

_________________________________________________ 

 
   Details            
 
 
 

 
 
 
 
 

    
 

Physical-Chemical Properties Product     
Colour and Appearance   White liquid emulsion     

Specific weight      1.050 kg/l    

Fragrance Floral    

Flash point > 60°C    

     

_________________________________________________ 
    
   Directions for use  
   
    
 
 
 
 
 

 
 
 
 
 
 
 
 

_________________________________________________ 
 
     Packaging available   750ml 
 

The information in this technical sheet is based on the specifications and potential use known to us. However, this data does not imply any legal obligation or liability 
whatsoever.      

Product specifications   
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Wax treatment to maintain terracotta surfaces previously 
treated with EXTRA. 
 

FLOORS ALREADY TREATED WITH EXTRA 
• Apply on clean, dry surfaces. 
• Apply in small amounts directly on the surface. 
• Apply evenly and take care to eliminate any excess or air 

bubbles. 
• Proceed to use a cloth or polisher machine with a white felt 

pad to polish. 

 

 

 

MAINTENANCE 
Daily: Wash with CLEAN. 
Monthly: Wash with POWER 
CLEAN. 
Once every six months: Reapply 
RENOVO E (only interiors) 
 

 
N.B.: 
The product can be diluted up to 20% in water.  
Apply at ambient temperature of over 10°C. 
The approximate metric yield varies from 20-25 m2/litre 
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